
 

 

 

 

 

 

 

 

 

 

 

 

PRODUCT SPECIFICATIONS: 

 
CONSTRUCTION: PATTERNED LOOP PILE 

 
PILE COMPOSITION: SOLUTION DYED NYLON 

 
PILE WEIGHT: 816 GMS/SQ METRE  (24oz/SQ YARD) 

 

FINISHED PILE HEIGHT: 9.5MM 

 
CARPET WIDTH: 3.66 METRES 

 

MACHINE GAUGE: 1/8th 

 
PRIMARY BACKING: WOVEN SYNTHETIC 

 
SECONDARY BACKING: ACTION BAC 

 
BOND STRENGTH: MIN. 30 NEWTONS 

 
COLOURS: BLACKSTONE, BROWN BEAR, COBBLESTONE, GREYSTONE, 

SANDSTONE, THUNDER CLOUD 

 
GRADING: RESIDENTIAL: 
 HEAVY DUTY INCLUDING STAIRS  

 

INSTALLATION: TO BE LAID IN ACCORDANCE WITH AS2455 
 
                                       PATTERN REPEAT: 18mm Vertical x 3mm Horizontal 

 

STAIN RESISTANCE: MULTI SHIELD PROTECTED® 

WARRANTY: 15 YEAR RESIDENTIAL WEAR WARRANTY 

 
COUNTRY OF MANUFACTURE: AUSTRALIA 

   CLASSIC WEAVE  


