
 

 

 

 

 

 

 

 

 

 

 

 

PRODUCT SPECIFICATIONS: 

 
CONSTRUCTION: LOOP PILE 

 
PILE COMPOSITION: SOLUTION DYED NYLON 

 
PILE WEIGHT: 2040 GMS/SQ METRE (60oz/SQ YARD) 

 

FINISHED PILE HEIGHT: 11MM 

 
CARPET WIDTH: 3.66 METRES 

 

MACHINE GAUGE: 1/8th 

 
PRIMARY BACKING: WOVEN SYNTHETIC 

 
SECONDARY BACKING: 7oz JUTE 

 
BOND STRENGTH: MIN. 30 NEWTONS 

 
COLOURS: ACCORD, ASHEN, GRID, MONK, SHORE, SILO, STORMY GREY 
 VOLCANIC 

 
ACCS GRADING: RESIDENTIAL: 
# 19157 EXTRA HEAVY DUTY INCLUDING STAIRS 6****** 
 COMMERCIAL: 
 EXTRA HEAVY DUTY INCLUDING STAIRS 4**** 

 

INSTALLATION: TO BE LAID IN ACCORDANCE WITH AS2455 
 

                                      STAIN RESISTANCE: MULTI SHIELD PROTECTED® 

                                      WARRANTY: 15 YEAR RESIDENTIAL WEAR WARRANTY 

 
                                     COUNTRY OF MANUFACTURE: AUSTRALIA 

   RESILIENCE 


